
Chapter 1   Getting Started
Package Contents

After opening the box, ensure the following accessories for the PA600 are present:

If anything is missing or appear damaged in any way, contact your dealer.

PA600 Terminal AC Adapter with universal 
plugs

Battery Pack Stylus
    

USB Charging 
Cables Elastic Stylus String CD-ROM

Quick 
Reference 

Guide
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A Tour of the PA600

The following sections describe the main components and features of the PA600.

Front Left View

No. Component Description
1. Status indicator Indicates the battery charging status.

Green - Battery is fully charged, or when the device     
without battery.
Red - Battery is charging.

2. Power button If the device is off, press this button to turn it on. 
Alternatively, when the unit is on, this key must be 
pressed and held down for about three seconds in 
order to turn the device off.

3. Microphone Enables you to record voice audio.
4. Universal 

connector
Connects your device to a USB charging/
communication cable. This USB cable connects to the 
computer’s USB port and accepts the 5V AC adapter 
to provide power to the PA600. See page 16 for further 
instructions.
This unit can simultaneously recharge and perform an 
ActiveSync operation. You can use it to connect peri-
pheral hardware, such as a docking station, to device.
This port can also support USB and RS232 hosting for 
devices such as an USB or RS232 scanner, keyboard, 
or USB memory key.

5. Keypad Keypad interface for controlling the PA600. See Keypads 
and Function Buttons on page 14 for more information.

6. LCD touch screen Displays the applications and data stored on your device. It 
is touch-sensitive and responds to the stylus or finger.

7. Speaker Enables you to hear audio from the PA600.
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Back View

No. Component Description
8. Battery compartment Houses the removable and rechargeable 3.7 V, 

2200 mAH battery pack
9. Battery compartment 

release latch
Opens the battery compartment.

10. Reset button Press the end of the stylus into the button to 
reset your device.

11. Handstrap Enables you to securely hold the PA600 while 
using it.

12. Speaker Enables you to hear audio from the PA600.
13. Stylus Enables you to interact with the operating system. 

To use the stylus, remove it from its holder and 
hold it the same way as you hold a pen or pencil.

14. Strap holder Attachment location for holding hand strap, 
carrying strap, and stylus.

15. Memory card slot Accommodates Secure Digital (SD) memory 
cards and can serve as an SDIO port.

16. RFID antenna Enables your to receive the radio frequency 
signals
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Getting Started

This section explains how to install and charge the battery, how to check battery sta-
tus, how to turn on the PA600, and how to calibrate the screen.

Installing the Battery

WARNING!There is a risk of fire and burns if the battery pack is handled improp-
erly. DO NOT disassemble, crush, puncture, short external contacts, 
or dispose the battery pack in fire or water. DO NOT attempt to open 
or service the battery pack. Dispose of used batteries according to 
local recycling guidelines in your area.

A backup battery cell is embedded into your device to prevent data loss in instances 
when the removable battery pack is removed or completely discharged. This backup 
battery cell will keep the data and system setting for up to 6 hours if the main battery is 
removed.

NOTE: To enable the internal battery cell to provide backup power supply, 
charge your device with the main battery pack for at least 16 hours.

1. Open the battery compartment by pushing the latch in the direction of the arrow 
and lifting up.

The battery compartment is displayed:

NOTE: The plastic battery tab makes it easy to remove the battery.

Compartment contacts

Plastic battery tab

Battery hook
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2. Locate the backup battery switch and turn it on.

3. Position the battery pack, making sure the battery contacts are aligned with the 
contacts in the compartment and the battery is placed on top of the plastic tab, 
as shown in the following illustration.

4. Slide the battery pack into the battery bay while simultaneously pulling the bat-
tery hook until the battery clicks into place.

5. Replace the battery compartment cover.

Backup battery 
switch

Contacts

Plastic tab

Battery hook
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Charging the Battery
Before using the PA600 for the first time, you need to charge it for about 16 hours. 
After that, you can charge the PA600 4 hours to recharge the battery to full capacity. 
Charge the PA600 using the USB charging cable or the docking station.

CAUTION! Operating the PA600 for the first time without the AC adapter, and 
without fully charging the backup battery may result in loss of data 
stored in RAM memory. When the main battery is removed, the 
backup battery retains RAM data in memory for 2 hours, please 
charge the battery for the period to avoid the data loss in RAM mem-
ory.

NOTE: Turn the backup battery switch on before charging the battery. Data you 
entered may not be properly stored until the built-in backup battery has 
been adequately charged.

Charging the Battery using the USB Cable
1. Press and hold the connector button on the USB charging cable and connect it 

to the PA600 (1).
2. Plug the AC adapter cable into the power jack on the USB charging cable (2).
3. Connect the AC adapter into an electrical outlet (3). 

3 2 
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Charging the Battery with the Docking Station
1. Plug the AC adapter cable into the power jack on the docking station, then con-

nect the AC adapter into an electrical outlet.

2. Slide the device into the docking station until it clicks 
into place. 

3. The connection is secure when the bottom edge of the 
device is aligned with the docking station, and the LED 
indicator on the device lights up red.

Checking the Battery Status
If the battery level becomes low in the course of normal use, a status icon appears on the 
device screen indicating low or very low battery status. In both cases, perform an Active-
Sync operation to back up your data, then recharge your device as soon as possible.
If the battery level reaches low status, the device will enter a sleep mode and cannot 
be powered up until the battery is charged. Windows Mobile 5.0 devices will retain 
installed applications and data when the main battery is completely drained for 
extended periods of time.

LED Status
LED Meaning

PA600 Solid Red Charging
Solid Green Charging complete

Docking 
Station

Power LED Power is on

Charging LED: Charging (For spare battery only)

Sync LED Synchronization is taking place

unitechunitech
9



Chapter 1   Getting Started

10
Connecting the PA600 to a PC
Use the USB cable to connect the PA600 to a PC, in order to use with ActiveSync.

1. Press and hold the connector button on the USB charging cable and connect it 
to the PA600 (1).

2. Plug the USB connector into the USB port on the PC and connect the AC 
adapter into the USB connector (2).

3. Connect the AC adapter into an electrical outlet (3). 

3 
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Turning the PA600 on for the First Time
After you have initially charged your device for about 16 hours, the device is ready to 
be used. You can now start up your device where you’ll calibrate the display, learn 
some basic stylus usage, and set up the system time zone, date and time.

Powering On
1. Turn on your device by pressing 

the power button on the front panel.
NOTE: The PA600 screen ships with 

a protective plastic film. You 
may remove this if desired by 
peeling from one corner. The 
screen will be more suscepti-
ble to scratching without the 
film, but will be more read-
able.

2. The unitech PA600 welcome 
screen appears for a moment fol-
lowed by the Windows Mobile 
screen.

Power Button
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Calibrating the PA600 Screen
The calibrate screen automatically appears when the unit is powered-on for the first 
time or after the system is reset. 
To calibrate the screen at any time, follow these instructions. 

1. Tap Start → Settings, and then switch to System tab.
2. Tap the Screen icon. 

Or
Press Func key and ESC key simultaneously.

The Screen Settings window appears.
This Window enables you to customize the screen 
settings.

3. Tap Align Screen to calibrate the screen. 
The align screen window appears.

4. Tap the cross hair firmly and accurately. 
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The cross hair moves to the next location.

5. Continue tapping the cross hairs until the 
screen has been calibrated.
13
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Chapter  2

Using the Hardware

Keypads and Function Buttons

The keypad enables you to both enter information and interact with the PDA operating 
system and also operate secondary functions using the function button. When the 
green function button is pressed, the green icon functions on the keypad become 
available. 
When the Function button  is pressed, an icon 
appears in the operating system:

The following table describes the keypad keys.

Key Main Function Secondary Function

Turns the PA600 on and off. —

Number 1 Left soft key - activates function 
above in LCD screen.

Alphanumeric 2, a, b, c Up navigation key

Alphanumeric 3, d, e, f Right soft key - activates function 
above in LCD screen.

Enter key OK

Function activated icon
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Back space Escape key

Alphanumeric 4, g, h, i Left navigation key

Alphanumeric 5, j, k, l —

Alphanumeric 6, m, n, o Right navigation key

— Enables/ disables secondary 
function keys

Tab Windows key opens Start menu

Alphanumeric 7, p, q, r, s Decreases screen brightness

Alphanumeric 8, t, u, v Down navigation key

Alphanumeric 9, w, x, y, z Increases screen brightness

Alpha —

Asterisk Illuminates keypad

Number 0, space —

Period Pound

Key Main Function Secondary Function
15



Chapter 2   Using the Hardware

16
Adjusting the Screen Brightness

Adjust the screen brightness by pressing 
the Function button to enable the soft 
keys and pressing the 7 (decrease bright-
ness) or 9 (increase brightness) buttons.

Using the Stylus

CAUTION! Never use anything other than the PA600 stylus on the screen. Other-
wise this could cause a permanent damage.

1. Remove the stylus from its holder.

2. Hold the stylus as you hold a pencil.
3. To make a choice from a menu, lightly tap the tip of the stylus on that choice.
4. To write data into a field on a form, use the stylus to print the letters or numbers. 

Use very light pressure.

Function Button

Increase
Brightness

Decrease
Brightness
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Using the SD/MMC memory card

Your device has an expansion slot compatible with a range of SD and MMC storage 
cards, which are primarily used to back up or transfer files and data. The slot also sup-
ports SDIO cards for added connectivity options.

Inserting a Storage Card
1. Remove the four screws from the SD compartment cover and remove the 

cover.

2. Insert the SD card with the notched corner as shown by the icon on the case. 

3. Replace the SD compartment cover and the four compartment screws. 

Removing a Storage Card
1. Remove the four screws from the SD compartment cover and remove the 

cover.
2. Press the card in and release. 

The card pops out.
3. Remove the card from the slot.
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Using the RFID HF Reader

The device has a built-in RFID HF Reader allowing you to read various types of RFID 
Cards. The scanning area is shown as the illustration.

Locate the scanning area and bring the RFID tag close to the RFID antenna, allowing 
the device to read the tag.
The RFID demo program is pre-installed in PA600 RFID HF.
To launch the RFID HF Reader:

1. Tap Start → Programs, and then tap the 
RFID_HF icon.

unitech
unitech

RFID AntennaPA600 RFID HF

RFID Tag
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2. The RFID demo program opens. Select a 
card type 15693, 14443A, or 14443B. Tap 
Start to activate the RFID reader.

3. The window shows the reading number. 
Tap Stop to end the reading process.
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Getting Connected

Establishing Device-PC Connection

Installing Microsoft ActiveSync
In order to exchange data between your computer and PA600, Microsoft ActiveSync 
must be installed on your computer. Use the USB charging cable that comes with your 
device to connect the device to your computer.

NOTE: If you have a previous version of the Microsoft ActiveSync installed in 
your computer, uninstall it first before installing the latest version of 
Microsoft ActiveSync.

To install Microsoft ActiveSync on your computer:
1. Close any open programs, including those that run at startup, and disable any 

virus-scanning software.
2. Download the ActiveSync software from the Microsoft ActiveSync Download 

page at
 http://www.microsoft.com/windowsmobile/downloads/activesync42.mspx.

3. Browse the location of the downloaded file, and double-click it. 
The installation wizard begins.
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4. Click Next.
You are prompted to read the End User License Agreement (EULA).

5. Accept the license agreement terms and click Next.
You are prompted for user information.

6. Type the user name and organization and click Next.
You are prompted for the destination folder.
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